
Pedestrian loading

Vehicular loading

Minimum joint width

Minimum joint width

Max. loading

0–3.5T 3.5–7.5T 7.5T and over

Bound assembly
ROMEX® - TRASS-BED incl. 10-year warranty

Unbound assembly
ROMEX® - ISATEC® or

open graded base

HomeownerResidential Commercial Contractor

Residential Commercial

ROMPOX®  FUGENSAND & 
D7000 JOINT STRENGTHENER & 

SURFACE SEALER

ROMPOX®  FUGENSAND & 
D7000 JOINT STRENGTHENER & 

SURFACE SEALER

ROMPOX® - ECOFINE ROMPOX® - D1

ROMPOX® - D1

ROMPOX® - EASY ROMPOX® - 
PURE PATIO

ROMPOX® - DRAIN

ROMPOX® - FLEX-JOINTROMPOX® - DRAIN ROMPOX® - D1 ROMPOX® - D2000

•  Self-repairing properties
•  All-in-one strengthener & sealer
•  No cement haze due to natural  
 polymer binder
•  Ideal for unbonded construction  
 & interlocking pavers

•  Self-repairing properties
•  All-in-one strengthener 
 & sealer
•  No cement haze due to 
 natural polymer binder
•  Ideal for unbonded 
 construction & interlocking   
 pavers

•  Pressure washer safe
•  Resin-fi lm free
•  Highly water permeable
•  Ideal for 1⁄8“ joints on  
 porcelain & 5 mm joints  
 on concrete pavers

•  Vehicle loading 
 up to 7.5T
•  Increased pouring 
 capacity & water 
 emulsifi able
•  Pressure washer safe

•  Vehicle loading 
 up to 7.5T
•  Increased pouring 
 capacity & water 
 emulsifi able
•  Pressure washer safe

•  Vehicle loading up to 25T
•  Ideal for unbonded 
 construction
•  Highly water permeable 
 & pressure washer safe

•  Vehicle loading 
 up to 25T
•  Resistant to street-
 cleaning vehicles
•  Quick re-opening 
 to traffi c

•  Ready mixed – 
 DIY friendly
•  Pressure washer 
 safe
•  Water permeable

•  Vehicle loading 
 up to 7.5T
•  Increased pouring 
 capacity & water 
 emulsifi able
•  Pressure washer safe

•  Resin-fi lm free
•  Pressure washer  
 safe
•  Highly water 
 permeable

•  Highly water permeable
•  Vehicle loading 
 up to 3.5T
•  Ideal for driveways 
 & parking spaces

Base assembly

SURFACE SEALER

ROMEX® Permeable Jointing Product Selection

1⁄16“ to 1⁄8“  |  1–3 mm 1⁄8“ to 1⁄4“  |  3–6 mm 1⁄4“  |  6 mm and over

1⁄16“ to 1⁄8“  |  1–3 mm 1⁄8“ to 1⁄4“  |  3–6 mm 1⁄4“  |  6 mm and over

•  Highly water 
 permeable
•  Vehicle loading 
 up to 3.5T
•  Ideal for driveways 
 & parking spaces


